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CUSTOMER__________________ NOTES______________________________________________________

 

____________________________ ____________________________________________________________

 

NOTICE: Luminous flux (lm) and efficacy (lm/W) for all LED luminaires is estimated based on nominal ratings of the LED sources. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.
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Liaison
Sara Moroni

Collection consisting of metal suspended lamps. Available in several colors and sizes. 
Built-in dimmable LED light source. 

Arch colors / Final & sphere finishes 

NE black  /  NE black

BLACK / BLACK

Arch colors / Final & sphere finishes 

NE black  /  OO matt gold

BLACK / MATT GOLD

Arch colors / Final & sphere finishes 

OOmatt gold  /  NE  black

MATT GOLD / BLACK

LIAISON / DRIVER NOT INCLUDED  

Type Article Arch / Final & sphere finishes Led source

US LIA P 01 NE black  /  NE black LED   6,6W - optic ~ 40° beam  
3000K*
2700K upon request 

NELIA M 01

LIA G 01

black  /  OO matt gold

OO matt gold  /  NE  black

ETL 
PENDING    

DRY LOCATION    CRI>90           700mA - 9,4Vdc  ~671 lm*    ~102 lm/W*

example composition code US LIA P 01 NE NE LED

Casambi compatible.


