VIRTUS — K21011YYYX — technical sheet AX. I |9 hi‘

Ratings
«Built in module
K21011YYYX «CCT 3000 K
Design by Manuel Vivian -Downlight
Collection consisting of suspended lamps in aluminum.  *Installs over 4 in. octagonal J-box
Available in several colors. +Led driver upon request

*Switch mode: dimmable
«Extruded aluminum stick, painted
*Lens + diffuser

Typology: SUSPENSION LAMP

Product code composition
VIRTUS - COMPATIBLE WITH PIVOT SYSTEM / DRIVER NOT INCLUDED

Zone |Type |Article System. - Finish CCT Type Led source
(b 3.31 7 0.5863 compatibility
@ 12cm -0 43/4" K 2 101 1 07 matt white 1 2700K |X LED B5W
T monopoint Sﬁhﬁgf
cang
- versig%

10 anthracite grey 2 3000K*
wrinkled /
final black polished
nickel

11 anthracite grey 3 3500K
wrinkled /
final polished gold

12 rust brown
wrinkled /
final black
polished
nickel

max 300 cm - 118 1/8"

13 rustbrown
wrinkled /
final polished

H gold

\P25cm-01"

I @ DRY LOCATION CRISO —_—+imsars, [MED 700mA - 92vde  ~671Im"  ~103Im/W

example compositioncode K 2 101 1 11 2 X

701¢cm - 27 /8"

Available colors

L

07 10 11 12 13
matt white anthracite grey anthracite grey rust brown wrinkled rust brown wrinkled
RAL 9016 wrinkled - final wrinkled - final final black final polished
black polished nickel polished gold polished nickel gold
K21011__ X CUSTOMER NOTES

Luminous flux (Im) and efficacy (Im/W) for all built-in LED luminaires is estimated based on nominal ratings of the LED sources.
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.
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