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WALL  AND CEILING LAMP VERSION

wall or ceiling details wall or ceiling lamp 
canopy version

wall or ceiling lamp 
recessed version

acoustic performance  

sound absorbing product

Collection consisting of wall, ceiling and suspended lamps in aluminium. Available in two colours 
and sizes. Built-in LED dimmable light source. Available with sound-absorbing panel option.

U-LIGHT ˗ technical sheet

US ULA 120 LED _ _ _ _

US ULA 120 canopy 
US ULA 120 recessed

U-LIGHT  / suspension with canopy  / DRIVER INCLUDED

Type Article Colours Version Source

US ULA 120 LED AN  anthracite 
           grey

XX standard 
 canopy

LED  86W - diffused beam 
 3000K*, 2700K   
 other CCT options
 available upon requestRU  rust 

        brown

      DRY LOCATION    CRI90        ~7736 lm*    90 lm/W*    100-305VAC 

U-LIGHT / recessed suspension lamp  / DRIVER NOT INCLUDED

Type Article Colours Version Source

US ULA 120 LED AN  anthracite 
           grey

IN recessed 
 canopy LED  74W - diffused beam 

 3000K*, 2700K
  24VDC   
 other CCT options
 available upon request

RU  rust 
        brown

  DRY LOCATION    CRI90         ~7736 lm*    104 lm/W*    24VDC   

hole Ø 1 3/4”  /  min depth 3 7/8”    

example composition code US ULA120LED RU IN

    

KITFASPULA000AV sound absorbing option ivory. 
For more information see page 156

Equivalent  Sound Absorption Area (A) in m2 per lamp 

FREQUENCY 125 HZ 250 HZ 500 HZ 1000 HZ 2000 HZ 4000 HZ 8000 HZ  125-8000 HZ 500-2000 HZ

A 0,04 0,35 1,23 2,03 2,13 2,09 2,02 1,41 1,80

Casambi compatible.

Casambi compatible.

Downlight or uplight mounting.
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