
SALINA – SP SALINA – technical sheet

SP SALINA G XX   _ _ MM 

CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 

NOTICE: Luminous flux (lm) and efficacy (lm/W) for all LED luminaires is estimated based on nominal ratings of the LED sources. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.

Salina
Francesca De Giorgi

INDOOR OUTDOOR

DIM TO WARM

SP SALINA G SALINA INDOOR & OUTDOOR / DRIVER NOT INCLUDED

Type Article Size Code Colours Finishes Source

SP SALINA G XX GN  granite MM  micalized
         brown

LED ~8.6W
Dim To Warm
from ~2500K to ~4100K*

RD   rose sand

VA   vanilla

BC   

example composition code SP SALINA  G XX  RD MM
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    24VDC        ~583 lm*    ~68lm/W*DRY LOCATION   CRI>90    
ETL

in progress

AXO LIGHT USA INC 1410 Broadway, Ste 2104 New York, NY 10018 T. +1 845.793.6590 - +1 845.793.6598
www.axolight.us info@axolightusa.com

lb 3.7   ft3 1.24

Salina is a hanging, fabric lamp for indoors and outdoors available in 2 sizes.
With Dim To Warm technology.

OUTDOOR
FABRIC COLOUR
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Fabric by

FINISHES

micalized brown

OUTDOOR
FABRIC COLOUR

cream



Salina
Francesca De Giorgi

Salina is a hanging, fabric lamp for indoors and outdoors available in 2 sizes.
With Dim To Warm technology.

example composition code ACCANOPYTO005 MM

example composition code ACCANOPYTO008 MM

example composition code ACCONNECTION001

sruoloCedoC

ACCANOPYTO005 MM  micalized brown

sruoloCedoC

ACCANOPYTO008 MM  micalized brown

Code

ACCONNECTION001

ROSONE / CANOPY (DRIVER NOT INCLUDED)

(COMPATIBLE WITH ACCANOPYTO005 BUT NOT INCLUDED)

CAN BE INSERT TERMINAL BLOCK FOR IP55: ACCONNECTION001
ONLY FOR CABLE VERSIONS

BOX WITH TERMINAL BLOCK FOR IP55
lb  0.03

    IP68   Max 250Vac   Max 2x18 AWG
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example composition code ACCANOPYIN005 MM

sruoloCedoC

ACCANOPYIN005 MM  micalized brown

CANOPY (DRIVER NOT INCLUDED BUT CAN BE INSERT: CEDLTF00601)
CAN BE INSERT TERMINAL BLOCK: ACCONNECTION001. ONLY FOR CABLE VERSIONS

COVER PLATED (DRIVER NOT INCLUDED) 
ONLY FOR CABLE VERSIONS

MUD KIT 
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Installation accessory for wall and ceiling lamps

lb 0.55 ft3 0.14

lb 1.46 ft3 0.14

lb 0.15 ft3 0.14


